KOSOL

N-Type Topcon Bi-Facial Glass to Glass Panels: 144 Half-Cut Cells E N E R G I E

» IDEAL FOR LARGE SCALE UTILITY, COMMERCIAL AND RESIDENTIAL PROJECTS THE ENERGIE ENGINEERS

Electrical Data (STC)

Maximum Power (Pmax) (+0 ~4.99 Wp)  KE585N  KE590N KE595N KEG600N KE605N KE610N KE615N  KE620N

Maximum Power Voltage, (Vmp) 44.42 44.56 44.70 4483  45.10 45.19 45.44 45.61
Maximum Power Current (Imp) 13.19 13.27 13.35 13.42 13.45 13.48 13.56 13.62
Open-Circuit Voltage (Voc) + 5% 51.08 51.14 51.27 5132 51.50 54.51 52.04 52.18
Short-Circuit Current (Isc) + 5% 13.66 13.74 13.82 13.91 13.93 13.93 13.96 14.00
Module Efficiency STC (%) 22.65 22.84 23.03 23.23 23.42 23.61 23.81 24.00
Fill Factor (%) 83.96 84.14 84.21 8432 8459 84.64 84.84 85.04

*Values without tolerance are typical numbers. Standard Test Condition (STC): Cell Temperature 25°C, Irradiance: 1000 W/m? AM: 1.5

Electrical Characteristics with different rear side power gain (REF. - 600Wp front @ STC)** Certifications
Bifaciality Gain 3% 5% 10% 15% 20% UL-61730-1 &2 (CAN/CSA), | CEC
Maximum Power (Pmax) 614 624 648 672 696 UL Fire Class - 1| Application Class - A
Maximum, Power Voltage, Vmpp (V) 4493 4494 4495 4496 4497 Electrical safety Class - Il
Maximum Current. Imp(A) 1382 1409 1476 1543  16.10 IEC61215:2021 | IEC61730-1 & 2: 2023
Open Circuit Voltage, Voc(V) 5142 5143 51.44 5145 5146 IEC 62716 :2013 | IEC 61701 : 2020 oy
IECTS 62804 - 1-1:2020
Short Circuit Current, Isc(A) 14.33 14.61 15.30 16.00 16.69 IEC TS 63342 :2022
**Bifaciality Factor: 80 + 20%, Back-side power gain varies depending upon the specific albedo IEC 61853 -1 (PAN File "Download”)
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Mechanical Data A
Panel Type N-Type Bi-Facial Glass to Glass Panels L
Dimensions (mm) (= 2mm) 2278 mm (L) x 1134 mm (W) x 30/35 £ 2 mm (T) Q
'e]
Dimensions (inch) (£ 0.079)  89.68 in (L) x 44.65 in(W) x 1.18/1.38" £ 0.12" in (T) ‘—'|
Weight (kg) 325 kg ~ ml
Weight (Ibs) 71.65 los ~ BSorded
Solar Cell 144 (12 x 12) nos. Half cut M10R cells B
F Anodized Aluminium Black/Sil [eo) o
rame nodized Aluminium Black/Silver 3:| & 8 8 g
i ing - Short
Front Glass 2.0 mm thickness, AR Coating - Tempered Glass 9 Bord'er N ol
Back Glass 2.0 mm thickness, Semi-tempered/Grid Glass hevaling Hole T
Junction Box Split JB with 03 diodes & IP68 UL Approved 829X 14
Instamng Hole [
Cable 300mm or customised length, 4 mm?, 6.3mm dia. (UL & BIS approved) 15
Connector MC4 Connector / Stabuli Connector (optional) (UL & BIS approved) 1003
426
Operating Conditions Warranty Grounding Hole |
A
Mechanical Load (Wind/Snow) 2400 Pa Rear / 5400 Pa Front Product Warranty 12 years 4& :
Hail Impact Resistance 35 mm dia. with 1 Inch at 51.6 mph Performance Warranty 30 years 12-Drain Hole B
Back view
Maximum System Voltage 1500V Linear Power >99.00% end 1** Year (Grid/Mess back glass)
Series Fuse Rati 30A Performance >94.63% end 12 Year
eries Fuse Rating Warranty > 87.40% end 30" Year
Operating Temperature -40°Cto +85 °C
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Temperature Characteristics . E
14F Incident Irrad. = 1000 W/m? 602.47 Wp g
Nominal Module Operating Temperature 45°C+2°C 12 -_ °
Incident Irad. = 800 W/m? 481.98 W, i = 2
Temperature Co-efficient of Isc 0.046 %/ °C o = ° 3 IR L ST
: 10 — L Cell Temperature *C  Pmpp
Temperature Co-efficient of Voc -0.259% /°C — [ Incident Imad. = 600 W/m? 36148 Wp <
- o ‘g 8 T 10C (Aaron.am1320) 64947
Temperature Co-efficient of Pmax -0.30%/ °C £ - S I (oocotecs 1331 62058
O 6 |~ Incidentirad. = 400 W/m? 240.99 Wp 3k
Shipping S F 25 ©C (A=44.93,a=13.40) 602.47
Ipping sSpecs 4 - i 0C (A -
L Incident Irad. = 200 W/m? 120.49 Wp d ‘B PCl=RR SR BER
Modules / Pallet 31o0r28 2 - \ 55 0 C(A=40.84,a=13.62) 539.21
Pallets / 40 ft HQ container 20 o L1 1 | I I A\
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(Ref. 600Wp) (Ref. 600Wp)
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DISCLAIMER: The information provided in this brochure is intended for general informational purposes only. While Kosol Energie strives to ensure accuracy, specifications, I(
and details may vary based on product updates, market trends, or other factors. Images are for representation only. Kosol Energie reserves the right to modify products,

services, or policies without prior notice. The company is not liable for any discrepancies or unintended errors. For precise details, please consult our representatives.




