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SINGLE PHASE INVERTERS

SOLAR YAAN MODEL SYS2000W SYS2500W SYS3000W SYS3300W SYS3600W SYS4000W SYS4200W SYS4600W SYS5000W SYS5300W  SYS5500W  SYS6000W
DC Input

MAX DC Voltage 500V 550V 550V

Full power MPPT voltage range 70-500V 70-550V 80-500Vdc

Rated Voltage DC 360V 360V

Start up Voltage 60V 120V

Max. permissible DC current / MPPT 14A 14A/14A

No of MPPT 1 2

No of Strings per MPPT 1 11

DC Connection Type Mc4 Connector

Nominal AC Output power 2000W 2500W 3000W 3300W 3600W 4000W 4200W 4600W 5000W 5300W 5500W 6000W
Max AC Current 8.7 10.9 13 14.3 15.65 17.39 19 20 21.7 23 24.5 26.1
Rated Voltage 220-230V -240V/ 50 Hz As Per The Indian Grid Standards.

Operating voltage Range 160-290V Variable

Operating Frequency Range 45-55Hz Variable

AC connection configuration P+N+E

Power Factor >0.99% , 0.8 leading - 0.8 lagging

| THD <2%

Self consumption (Night) <0.2W

DC Current Injection <0.25%

Efficiency
Peak efficiency 97.20% 97.20% 97.30% 97.30% 97.40% 97.40% 97.40% 97.40% 97.40% 97.40% 97.40% 97.40%
Euro efficiency 96.50% 96.50% 96.50% 96.80% 96.80% 96.80% 96.80% 96.80% 96.80% 96.80% 96.80% 96.80%

MPPT efficiency
Features/Protections

99.00% 99.00% 99.00% 99.00% 99.00% 99.00% 99.00% 99.00% 99.00% 99.00% 99.00% 99.00%

Display type (LED/LCD) 2 * 16 Character LCD Display with LED Indicators
communication Port GPRS/ WIFI / RS-485/USB/Ethernet
Ground fault monitoring INTEGRATED

Over temperature INTEGRATED

DC Switch OPTIONAL

RCD monitoring INTEGRATED

DC reverse polarity protection INTEGRATED

Anti-Islanding Protection INTEGRATED

Output Over Current Protection INTEGRATED

Builtin DC SPD type TYPE Ill SPD (GDT)

Built in AC SPD type TYPE Il SPD (GDT)

Anti-PID feature OPTIONAL

DC-AC conversion topolgy Transformerless

Operating Temperature Range -20°C + 60°C ( >50°C Derating )
Protection level (IP) IP65

Operatinging Elevation / Altitude <4000m

Cooling Self cooling

Noice level dB <30dB

Dimensions 290*220*116 mm 334*350*115 mm 402*476*148
Weight 5.4 KG 7.5KG 15.5 KG
Warranty 7 Years Standard Warranty
Certificates

Grid condition /Anti Islanding/EMC/

) BIS 16169. BIS 16221,IEC61727 , IEC62116 , IEC61000-1-2-3-4 , IEC 62109-1/-2 , [EC61683:1999 , IEC 60068-2 (1,2,14,30)
Performance /Environmental /saftey
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